2CP

Centrifugal twin-impeller pumps

PERFORMANCE RANGE

® Flow rate up to 450 I/min (27 m%h)
® Headupto112m

APPLICATION LIMITS

® Manometric suction liftupto 7 m
® Liquid temperature between -10 °C and +90 °C
® Ambient temperature between -10 °C and +40 °C
® Max. working pressure 10 bar
(6 bar for 2CP25/130)
® Continuous service S1

CONSTRUCTION AND SAFETY STANDARDS

EN 60335-1 EN 60034-1
IEC 60335-1 IEC 60034-1
CEl 61-150 CEl 2-3
CERTIFICATIONS

Company with management system certified DNV ‘
ISO 9001: QUALITY N

50Hz | 2CP

é)) Clean water

W Domestic use

INSTALLATION AND USE

Suitable for use with clean water and with liquids that are not
chemically aggressive towards the materials from which the pump
is made. The high performance and adaptability to a wide range
of applications make them the ideal choice in domestic, civil and
industrial applications, in particular for the distribution of water
in combination with pressure tanks for boosting pressure in the
network and for firefighting sets.

Installation needs to be undertaken in well ventilated closed areas
or anyway protected from bad weather.

OPTIONS AVAILABLE ON REQUEST

® Special mechanical seal

® Other voltages or 60 Hz frequency

® |PX5 class protection for:
-2CP32/200 - 2CP40/180
-2CP32/210 - 2CP40/200
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Flowrate Q »
MODEL POWER (P2) m¥h 0 24 3.0 3.6 4.2 4.8 54 6.0 6.6 7.5 8.4 9.6 10.8 | 120 15.0
Three-phase kw HP A I/min 0 40 50 60 70 80 90 100 110 125 140 160 180 200 250
2CP 32/210B 5.5 75 94 94 935 93 92 91 20 89 87 85 83 79 75 70 56
IE3 | H metres
2CP 32/210A 75 10 112 11 1108 1105 110.3 110 A 109 108 107 105 102 99 94 89 74

Q= Flow rate H=Total manometric head HS = Suction height

A Three-phase motor efficiency class (IEC 60034-30-1)

Tolerance of characteristic curves in compliance with EN ISO 9906 Grade 3B.

2CP 50 Hz






